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Mounting parts

Mounting the handlever
4 Be sure that the valve is in closed position. If the valve is mounted in a pipe look at the position indicator at the shaft end to check the 

closed position of the disc.
5 Fasten the mounting plate by using 2 bolts and nuts. Take care that the „CLOSED“ symbol is in the correct position.
6	 Mount	the	handlever	and	fix	it	with	the	screw,	washer	and	plug.

1	 Butterfly	valve	in	closed	position.
2	 Mounting	plate	with	2	bolts	and	nuts.
3	 Handlever	with	screw,	washer	and	plug.

Installation
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The technical data are noncommittal and do not assure you of any properties. Please refer to our general sales conditions. Modifications without notice.

POSITION „CLOSED“

Mounting parts
1	 Hand	operated	gear	box	(in	closed	position)	with	optical	position	indicator	and	mechanical	adjustable	stops.
2	 Protection	caps	for	stop	screws.

Mounting the gearbox
3 Secure that the valve and the gear box are in closed position. If the valve is mounted in a pipe look at the position indicator at the shaft 

end to check the closed position of the disc.
4	 Loosen	the	stop	nut	und	screw	out	a	little	the	stop	screw	„CLOSED“	(5.1).	Put	the	gearbox	onto	the	topflange	of	the	valve	and	if	necessary	

turn	the	handwheel	until	the	mounting	faces	of	gearbox	and	valve	fit	together.	Now	you	can	fasten	the	gearbox	with	corresponding	bolts	
(Dimension	und	number	of	bolts	see	valve-	and	gearbox	documentation).

5	 Screw	in	the	stop	screw	(5.1)	until	you	feel	resistance.	Then	fix	the	stop	screw	with	the	stop	nut.	Now	you	can	open	the	valve	and	if	
necessary	adjust	the	stop	screw	„OPEN“	(5.2)	in	the	same	way.

Installation
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